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% MATERIAL: LATEX-TREATED POLYESTEROR 1. LLUSTRATIONS ARE FOR DENTIFICATION JND ARE NOT INTENDED A | REDRAWN WiTh OGNGES Tob- 008l
I APPLICABLE STANDARDS./SPECK ICATIONS: TREATED POLYESTER, OLIVE DRAS ,mwnmz 334pROX) TO RESTRICT DESIGN OR SHAPE NOT DIMENSIONED. EDRARN WS e
A. DOD-STD-00K00DK 8. SCUFF SLEEVE MATERIAL: BULKED CONTINUOUS FRANENT
B, ANSI-YH4.5M-1382 NYLON TUBDLAR SLEEVING. ,030 THICK AN (BLACK OR GREEN £
2. UL TMATE STRENGTH OF ASSTY - 15000 POLNDS MN. TESTNG T0 383 APFOX)
PERFORME A MAXREM DouBLE 9. A STOP #LL BE PROVIDED ON THE LONG PECE OF WEBBING TO
THICKNESS WEBBING OR THE SPOOL. PREVENT THE WEBBING £ND FROM THREADING THROUGH AND
o ik T e e
DEF ORMATION WHICH WOULD CAUSE THE ASSEMSLY 70 FAL 70 B L DS SIALLSE CUTWMITH AHOTMNEE OR
MEET THE FIT AND FUNCTION REOUIREMENTS OF THYS DRAWING. =
4. FINSH FOR ALL METAL PARTS; ZINC PLATE (AW ASTAI-B633, B STICHNG N1LONOR POLVESTER. PATTERN OPTIONAL
TYPE N, CLASS Fe/2ni2, OLIVE DRAB (GREEN 383 APROX) 12. STRAP 4SSy MUST BE CAPABLE OF BEWG EXTENOED BY
CONNECTING TWO STRAP ASSEMBLIES TOGETHER WITH SNAP
5. THE RATCHET BUCKLE ASSY MUST:
A. BE CAPABLE OF APPLYING A STRAP TENSIONING £ ORCE O L PERS MUST PREVENT THE SHAP HOOKS FROM
THROUGH LEVER TYPE ACTION OF A ANDLE wHICK CAUSES . .
EBBING OUND AROUND SPOOL. 13. MANUFAC TURER’S CAGE CODE AND PART NO. T0 BE IMPRESSION
8. HAVE A SPROCKET ASSEMBLY ON EACH SIDE OF THE SPOOL STAMPED IN {2 LN HIGH CHARACTERS ON THE BOTTOM OF THE
WITH A MINIUM OF 12 TEETH WHCH FUNCTION ALONG WITH A R CHET BUt et e A R o A T o
SERNG ASSISTEDLATCH MECHANSH.TO NANTAN TENSION PERMANENTLY APPLIED IN .12 MIN HIGH CHARACTERS ON THE
e S e S el e Fh
TENSION. THE HANDLE MUST LOCK N OPEN POSITION AND T s o OF IS FQUCMENT ssT BE
DISENGAGE THE SPOOL. PUED TENS. L
6. g s S (PRI A ST A e S i
A. DESIGN MUST ALLOW RAPID ATTACHMENT OF SNAP HOOK ASSY T D AR g e
B. DESINMUST PRECLUDE ACCIDERTAL RELEASE OF ASSY FROM .
. ACCI Al 6. AF TER 0000 OR 15000 POUND TEST ALL TEST SAMPLES miLL
TVIE-DOWN AT ALL LOADS UP T0 16000 POUNDS.. 8% DESTROYED 10 PRECLUDE FURTHER USE, EXCEPT TRAT
C. MUST INCLUDE A SPRING-LOADED KEEPER MECHANISM. TEST SAMPLES WHICH COMPLETE THE 10000 POUND LOAD TEST
MAY BEUSED FOR THE 15000 POUND LOAD TEST. 3
252.00-264.00 WITH TWO WINDS OF DOUBLE THICKNESS WEBBING ON THE SPOOL
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